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Improved adhesion, corrosion protection and cost effective processing

Exceeding the current market standard through expertise, in depth knowledge and state of the art facilities

AD CCT works for renowned coil manufacturers and processors across the globe

Metal treatment for Coil Coating

AD CCT a division of AD International develops, manufactures and 

supplies a wide range of metal surface pre-treatment chemicals 

used in continuous manufacturing processes. 

Specialist knowledge and extensive experience in high 

volume surface treatments and cleaning technology has 

placed AD CCT at the forefront of suppliers of chemicals to 

coil and strip manufacturers of aluminum, steel, tinplated 

steel, and zinc(alloY) coated steel.

Cost effective production with guaranteed quality is the 
key to the manufacturing of strip products that can be 
found in many applications across industries such as 
automotive, white goods and throughout the build-
ing world. All are driven by consumer demand and 
global economics, with ever increasing requirements 
for improved performance, quality and environmental 
protection.
 
Process support and optimization is a key feature of the 
added value that AD CCT delivers. The expert knowl-
edge of AD CCT is a critical element in processes that 
are continuous and where cost and competitiveness 
govern success.

AD CCT range of products has been developed based 
on an in-depth knowledge of customers’ production 
processes and how chemicals can be most effectively 
applied to meet all the critical demands.
 
AD CCT can offer a wide range of treatment and 
cleaning solutions for coiled materials such as:
• Passivation
• Thin Organic Coatings (TOC)
• Pre-treatments
• Lubricant boosters
• Cleaners and specialty additives
 
Renown manufacturers such as TATA Steel come to 
rely on AD CCT chemicals as part of their continuous 
manufacturing process. “TATA chose us because of 
our chrome-free products, our reliable quality and 
high levels of service.”



“Expert knowledge in metal 

surface treatment for (semi)- 

continuous production process”



 

adinternationalbv.com

Durable paint adhesion en corrosion 
resistance on strip metal can only be 
achieved through chemical condi-
tioning of the top metal surface prior 
to coil coating. The last two decades 
AD CCT transformed its conven-
tional conversion coatings in to  
PRIMECOAT® ‘no-rinse’ pretreat-
ments free of hexavalent chromium.

 PRIMECOAT® A10 series, chrome free pre-treatment for Aluminium 
 PRIMECOAT® Z08 series, chrome free pre-treatment for Zinc  

 (alloys) 
 PRIMECOAT® Z13 series, trivalent chrome pre-treatment    

 for Zinc (alloys) 
 PRIMECOAT® MM131 series, trivalent chrome pre-treatment for   

 Zinc (alloys), Cold rolled steel and Aluminium 

 

Pre-treatments  
- Aluminium 
- Zinc (alloy) coated  
   steel 
- Cold rolled steel 
- Multi-Metal 

AD CCT produces a range of  
PRIMECOAT® TOC’s that have 
proven capabilities at low coating 
thickness of 1 micron or less and are 
fully compliant with environmental 
regulations and customer EH&S 

 PRIMECOAT® Z838 series, based on trivalent chrome TOC 
 PRIMECOAT® Z808 series, complete chrome free TOC 
 Product can be used both as a TOC and by using a different  

 concentration as a passivaton 
  PRIMECOAT® Z838series perform well on most common zinc-coated  
 steel types such as Zinc, Mg-Al-Zn, Galvalume, Galfan, Galvanealed, 

TOC 
- Thin Organic Coat    
   ings for Zinc (alloy)     
   coated steel and  
   aluminized metal

PLT is described as a ‘booster lubri-
cant’, which consists of a thin coating 
that is applied on the galvanising line 
prior to applying a conventional oil 
layer. PLT offers an improved press 
performance of GI steels when com-
pared to those treated with standard 
conventional oil.

 PRIMELUBE series. When applied this wafer thin organic layer  
	 induces	a	lower	friction	co-efficient	that	remains	more	stable	over		
 subsequent press cycles when compared with GI material treated  
 with standard oil. It is completely removed in a standard clean 
 ing bath towards the end of the process or prior to phosphating  
 and leaves no residue behind. 

 It enables manufacturers to move away from electro-galvanised  
 (EG) steels towards a more cost-effective GI-coating.

 Developed for the high demands of OEM in the automotive industry 

Prime Lubrication 
Technology  (PLT) 
- Booster lubricant

“Providing solutions for continous manufacturing processes”

Passivation treatments form a tem-
porary barrier to corrosion and are 
applied in-line. PRIMECOAT® from 
AD CCT is a market leader in chrome 
free, products in Europe. AD CCT 
PRIMECOAT® passivation products 
are both economic and effective 
in use and it offers superior perfor-
mance in formability, deep drawing, 
post paint ability as well as extended 
corrosion protection.

 PRIMECOAT® Z808 series, complete chrome free passivation
 PRIMECOAT® Z838 series, trivalent chrome passivation.   

 Unique passivation system that can also be used as a TOC. 
 PRIMECOAT® Z80xx series and Z838 series perform well on most 

 common zinc-coated steel types such as Zinc, Mg-Al-Zn, Galvalume 
 Galfan, Galvanealed, AluSi amongst others. 

Passivation  
- Zinc (alloy) coated 
  steel

Process Properties Product lines

Cleaners and additives that support 
the metal surface treatment process 
to enable optimal production line 
performance.

 Acid and alkaline cleaners that meet the latest regulations 
 Wide range of high performance additives, such as corrosion  

 inhibitors, anti fume amongst others.  

Cleaners and  
high performace 
additives 
- Specialties



 

“I know how to make a product perform well, 

in its application and in a customer’s process. 

That reduces cost and adds value - that’s my role.” Collin Balemans
International Process and Sales Engineer 
AD International

adinternationalbv.com
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